
Barlinek skirting boards

and flooring accessories



Barlinek skirting boards



Profile 26 mm ïP40



Profile 40 mm ïP10



Profile 58 mm ïP20



Profile 60 mm ïP50



Profile 78 mm ïP30



Profile 90 mm ïP60



Profile 90 mm ïP61



Dimensions and packaging
Skirting boards - profiles: P10, P20, P30, P40, P50, P60, P61

description

dimensions of 1 

skirting [mm]

weight of 

1skirting 

[kg]

amount of 

skiritng in 

a package

dimensions of 

1package [mm]

weight of 1 

package 

[kg]

amount of 

packages 

on a pallet

dimensions 1 pallet 

[mm]

weight 1 pallet 

(goods+wooden

pallet) [kg]

SKIRTING BOARD 

PROFILE P40-26 MM 26x22x2200 0,24 20 80x2200 4,8 100 800x1200x2200 510

SKIRTING BOARD 

PROFILE P10-40 MM 40x20x2200 0,469 10 140x50x2200 4,69 105 1180x830x2220 522,45

SKIRTING BOARD 

PROFILE P20-58 MM 58x20x2200 0,867 10 140x70x2200 8,67 77 1190x830x2220 697,59

SKIRTING BOARD 

PROFILE P50-60 MM 60x17x2200 0,865 10 62x170x2200 8,65 91 1320x830x2220 817,15

SKIRTING BOARD 

PROFILE P30-78 MM 78x19x2200 1,092 10 150x80x2200 10,92 70 1280x830x2220 794,4

SKIRTING BOARD 

PROFILE P60-90 MM 90x16x2200 1,425 10 92x160x2200 14,25 54 1200x830x2220 800

SKIRTING BOARD 

PROFILE P61-90 MM 90x16x2200 1,425 10 92x160x2200 14,25 54 1200x830x2220 800



The way of packing skirtings in a 

package

(example profiles 40, 58 and 78mm)



The way of packing 

skirtings on pallet 

(example profiles 40 and 58mm)



Basic colours:
Oak

Oak Antic

Red Oak

Oak Gunstock

Oak Espresso

Ash

Beech

Steamed Beech

Birch

Cherry

Alder

Maple

Akazie

Hornbeam

Walnut

Jatobe

Badi

Tali

Iroko

Wenge

Merbau

Sapella

Padouk



Installation system for skirtingsï

Joint clamps - BARCLIPS

In the package, ther e is apriopriate amount of wooden pegs and  

screws  (50 pcs or 15 pcs depending on type of package)



The way of packaging clips

Foil bag

with 15 pcs 

Carton box

with 50 pcs



Assembly instruction for 

Barclips and skirting board

1. First of all, measure the room and determine 

the inner and outer edges before starting with the 

installation.

2. Place skirting clips against the wall at a 

distance of about 25-50cm (do not yet fasten!). 

To ensure a tight fit of the skirtings to the wall, 

do not mount the skirting-clips on an uneven 

surface, if possible.

3. Now you can fasten the skirting clips to the 

wall. To do this, place the clip against the wall 

and onto the floor and draw the drilling holes 

with a lead pencil.

4. Pre drill the holes with 6mm, and then insert 

the anchors. Now you can screw the clips. 

Before pressing the skirtings onto the clips, you 

can install a cable behind the skirting.

5. Now place the skirting onto the clips and 

press it down. Use a residual piece (about 10 to 

15cm of skirting) as mounting block. Turn this 

piece in such way that the surface of the 

mounting block is lying on the surface of 

skirting. Then press down the skirting with the 

hammer via the mounting block.



Dimensions and packaging

Joint clamps for skirting boards

description
jednostka 

miary

amount of 

pcs in 

package

dimensions

of package

[mm]

weight 

of 

package 

[g]

amount of 

packages in 

collective 

package 

(carton)

dimensions of 

collective 

package 

(carton)

weight of 

collective 

package 

(carton) [kg]

amount of 

collective 

packages 

(cartons) on 

pallet

dimensions 

of pallet [m]

weight of 

pallet with 

goods [kg]

JOINT CLAMPS 

FOR SKIRTING 

BOARDS 15 PCS IN 

PACKAGE Package 15 125x160 120 25 400x200x150 3 120 120x80x180 360,00

JOINT CLAMPS 

FOR SKIRTING 

BOARDS 50 PCS IN 

PACKAGE Package 50 100x150x62 400 32 400x260x300 13 45 120x80x180 610,00



Wooden systemic profiles



T-mouldings
It is an elastic connection between floors at the same 

level. This moulding hides simultaneously panel's 
space.



Level mouldings
This moulding exists as an elegant moulding between 

adjoining floors atdifferent levels (stairs, tiles, thresholds)



stairnose low

Stairnose
This moulding is an elegant solution and protection for edge 

finishing of different types of stairs. Easy to install and remove.



stairnose high



L-section
is a safe and elegant solution for different kinds of edge 

finishing



Rosettes ï

Internal diameter 18mm and 22mm
To cover central heatingpipes that comes from the floor (from a 

plumb)



rosette ïdiameter 18 rosette ïdiameter 22



Dimensions and packaging
T-mouldings, level-mouldings and stairnose

product

dimension 1item 

thickness/width/lengt

h [mm]

weight   1 

item [kg]

number of 

items in 

parcel

dimensions 1parcel 

length/width/height 

[mm]

weight

1parcel 

[kg]

unfinished mouldings

T-moulding, Level-moulding 1m 

(EN-PL label) 21*55*1000 mm 0,5 kg 1 item 1050*60*23 mm 0,5 kg

T-moulding, Level-moulding 2m 

(EN-PL label) 21*55*2000 mm 1kg 1 item 2050*60*23 mm 1kg

Prefinished mouldings

T-moulding, Level-moulding 1m 

(EN-PL label) 21*55*1000 mm 0,5 kg 1item 1050*60*23 mm 0,5 kg

T-moulding, Level-moulding 2m 

(EN-PL label) 21*55*2000 mm 1kg 1item 2050*60*23 mm 1kg

low stairnose 1m (EN-PL label) 21*55*1000 mm 0,5kg 1item 1050*60*23 mm 0,5kg

low stairnose 2m (EN-PL label) 21*55*2000 mm 1kg 1item 2050*60*23 mm 1kg

L-section 1 m (EN-PL label) 21*24*1000mm 0,3 kg 1item 1050*29*26 mm 0,3 kg

L-section 2 m (EN-PL label) 21*24*2000mm 0,6 kg 1item 2050*29*26 mm 0,6 kg

rosette 20*50*50 mm 0,01 kg 10 items 300*250* 50 mm 0,1 kg

unfinished and lacquered stairnose high stairnose 1m (PL label) 55*40*1000 mm 0,75 kg 1item 1050*45*57 mm 0,75 kg

unfinished and lacquered stairnose high stairnose 2m (PL label) 55*40*2000 mm 1,5 kg 1item 2050*45*57 mm 1,5 kg



Dostňpne gatunki:

Prefinished 2 m

T-mouldings Level-mouldings Stairnose low Stairnose high L-section

EN-PL 

label

Badi, Beech, Steamed Beech, 

Cheery, Antic Oak, Oak, Red 

Oak, Gunstock Oak, Alder, 

American Walnut, Oiled Oak. 

Cherry, Jatobe, Ash, Maple, 

Merbau, Tali, Birch, Oak 

Espresso, European Walnut

Badi, Beech, Steamed Beech, 

Cherry, Antic Oak, Oak, Red 

Oak, Gunstock Oak, Alder, 

American Walnut, Oiled Oak. 

Cherry, Jatobe, Ash, Maple, 

Merbau, Tali, Birch, Oak 

Espresso, European Walnut

Badi, Beech, Steamed

Beech, Cherry, Antic Oak, 

Oak, Red Oak, Gunstock

Oak, Alder, American 

Walnut, Oiled Oak. Cherry, 

Jatobe, Ash, Maple, Merbau, 

Tali, Birch, Oak Espresso, 

European Walnut

-
Beech, Oak, Jatobe, Ash, 

Merbau

PL label Oak, Ash, Beech Oak, Ash, Beech - Oak, Ash, Beech -

Prefinished 1m

T-mouldings Level-mouldings Stairnose low Stairnose high L-section

PL label Oak, Ash, Beech Oak, Ash, Beech - Oak, Ash, Beech -

Unfinished 2 m

T-mouldings Level-mouldnings Stairnose low Stairnose high L-section

PL label

Badi, Beech, Steamed Beech, 

Birch, Red Oak, Oak, Ash, 

Maple,Tali, Merbau, Jatoba

Badi, Beech, Steamed 

Beech, Birch, Red Oak, 

Oak, Ash, Maple,Tali, 

Merbau, Jatoba

-

Badi, Beech, Steamed 

Beech, Birch, Red Oak, 

Oak, Ash, Maple,Tali, 

Merbau, Jatoba

-

Unfinished 1m

T-mouldings Level-mouldings Stairnose low Stairnose high L-section

PL label

Badi, Beech, Steamed Beech, 

Birch, Red Oak, Oak, Ash, 

Maple,Tali, Merbau, Jatoba

Badi, Beech, Steamed Beech, 

Birch, Red Oak, Oak, Ash, 

Maple,Tali, Merbau, Jaoba

-

Badi, Beech, Steamed 

Beech, Oak, Ash, 

Maple,Tali, Merbau, 

Jatoba

-

Rosettes

inside diameters 18 and 22mm

Badi, Beech, Oak, Jatobe, Ash, Merbau, Oak Oiled

Cherry, Walnut



Underlay Board



Dimensions and packaging

Sub-floor board

product

dimensions 1 

sub-floor  

length/width/heig

ht. [mm]

number of sub-floors 

in one parcel

number of 

m2 in a 

parcel

weight 

1m2

parcel's 

weight kg

dimensions 1 

parcel  

length/width/hei

ght [mm]

number 

parcels on 

pallet

INSULATING BOARD (GREEN) 5,5 

MM - 6,99M2 790x590x5,5 15 6,99 1,40 ok.9,80 790x590x80 48

EKO BOARD (GREY) 4,0 MM - 6,99 

M2 790x590x4,0 15 6,99 1,02 ok. 7,13 790x590x60 72

EKO BOARD (GREY) 5,5 MM - 6,99 

M2 790x590x5,5 15 6,99 1,40 ok.9,80 790x590x80 48

EKO BOARD (GREY) 7,0 MM - 6,99 

M2 7,0x790x590 15 6,99 1,69 ok.11,81 790x590x105 40

number m2 on 

pallet

dimensions 1 pallet  

length/width/height 

[mm]

weight of 

items no 

pallet [kg]

number 

parcels/ 

lorry

number

pallet/   

lorry

number m2/ 

lorry

335,592 1200x800x2000 ok.470 1440 30 10065,6

503,424 1200x800xok.2700 ok. 514 2376 33 16612,99

335,592 1200x800x2000 ok.470 1440 30 10065,6

279,66 1200x800x2400 ok. 472 1280 32 9228,78



Underlay boardôs 
label

thickness 5,5 mm -
grey 



Underlay boardôs 
label

thickness 5,5 mm -
green 



Underlay boardôs 
label

thickness 4,0 mm -
grey 



Underlay boardôs 
label

thickness 7,0 mm -
grey 



Maintenance products
for wooden oiled floor

Maintance oil Maintance paste



Maintance oil
Natural maintanceoil for all oiled 

wooden surfaces. Used once or twice a 

year, depending on the level of dirtiness, 

to restore and protect, when the floor 

becomes grey and matt. It helps in

everyday care and reinforce the floor 

resistance. Recommendedas thefirst 

treatingagentfor oiledsurfaces.

Efficiency: 50-60 m2/l, dependingon 

thewoodtype.

Maintance paste
Agent for protection and maintanceof 

oiled wooden flooring. Has a restoring 

effect on the floor and ensures further 

protection of the surface. 

Efficiency: 60-80m2per pack, 

depending on the wood type.



Intensive wood cleaner Floor soap


